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ELEVATION NOTES

1. THIS DRAWING IS FOR DIAGRAMMATIC PURPOSES ONLY. FOR ACTUAL HANDING AND SWING REFERENCE
FLOOR PLANS.

2. DIMENSIONS SHOWN FOR COORDINATION ONLY. EXACT LOCATIONS AND MOUNTING HEIGHTS TO BE FIELD
COORDINATED WITH OWNER AND ARCHITECT.

ALL CONDUIT IS 3/4" UNLESS OTHERWISE NOTED.

FOR GROUTED DOOR FRAMES, PROVIDE CONDUIT INTO SPECIAL STEEL BOX OR STYROFOAM BLOCK TO
FACILITATE BOTH INSTALLATION AND SERVICE.

@ CONDUIT AND JUNCTION BOX NOT REQUIRED FOR DROP CEILING LOOSE CABLE RUNS.

CONDUIT AND JUNCTION/PULL BOXES REQUIRED FOR CEILINGS OPEN TO SLAB ABOVE.

REFER TO SECURITY PLANS FOR APPROXIMATE LOCATION OF CONDUIT & SECURITY JUNCTION BOX.
SE‘%REDAPROPER SIZE CONDUIT & SECURITY JUNCTION BOX PER APPLICABLE NEC, CBC, UBC

8. FIELD VERIFY ALL EXISTING INSTALLATION.
9. ALL NEWLY INSTALLED ITEMS SHALL BE INSPECTED BY UNIVERSITY INSPECTOR.
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